
125 MICRO MAX EVO  MY20 9,5 HP

125 MAX DD2 evo
125 Senior MAX DD2 evo
125 Junior MAX DD2 evo
125 Mini MAX DD2 evo MY20
125 Micro MAX DD2 evo MY20

* Performance figures according  
   to ISO 15550 ans ISO 4106

DESCRIPTION

Age 8 – 11 years**

Race class
leisure / club /  
national or international

Maximum Performance 7 kW / 9.5 hp at 7,000 rpm

Maximum torque 10.8 Nm at 6,000 rpm

Weight
bare engine: 11.8 kg / 26.0 lbs
with complete power pack:
21.5 kg / 47.5 lbs

Special features

junior cylinder without exhaust 
valve, inlet restrictor, restricted 
exhaust socket, radiator and 
exhaust that fit cadet chassis

Power Pack

intake silencer, carburetor, fuel 
pump, engine, exhaust system, 
radiator, battery box incl. cover, 
cable harness, OFF/ON/START 
switch, relay

Chassis compatibility wheel base 950 mm
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PERFORMANCE GRAPHS - 125 MAX EVO ENGINE SERIES

Vers. 2020/02 
© 2020 BRP-Rotax GmbH & Co KG. All rights reserved.

** Age limits can vary according to national regulations.
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